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FIG. 2

( START )

210 220
EXTRACT AT LEAST ONE RECOGNIZE EXTERNAL DEVICE
CHARACTERISTIC INFORMATION THAT IS ADJACENT TO APPARATUS
FROM CONTENT THAT IS FOR COLLECTING CONTENT IN
BEING DISPLAYED PREDETERMINED RANGE AND THEN
CONNECT TO RECOGNIZED
EXTERNAL DEVICE

230

TRANSMIT EXTRACTED CHARACTERISTIC
INFORMATION TO CONNECTED
EXTERNAL DEVICE

240

RECEIVE CONTENT RELATING TO
CHARACTERISTIC INFORMATION

END
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FIG. 3

( START )

RECEIVE CONTENT INFORMATION
REGARDING CONTENT RELATING TO — 310
CHARACTERISTIC INFORMATION

DISPLAY RECEIVED CONTENT INFORMATION  f— 320

REQUEST CONTENT CORRESPONDING TO
SELECTED CONTENT INFORMATION L~ 330
ACCORDING TO USER’S SELECTION

STORE RECEIVED CONTENT — 340

END
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METHOD AND APPARATUS FOR
COLLECTING CONTENT

PRIORITY

This application claims priority under 35 U.S.C. §119(a)to
Patent Application No. 10-2011-0001794, filed on Jan. 7,
2011 in the Korean Intellectual Property Office, the entire
disclosure of which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention generally relates to a method and
apparatus for collecting content, and more particularly, con-
tent-collecting apparatus wherein a device that is adjacent to
the content-collecting apparatus is recognized and connected
to the content-collecting apparatus and characteristics are
extracted from the content based on characteristics and usage
situations of the content that is being executed by a user of the
device and the content relating to the characteristics is col-
lected from the device that is connected to the content-col-
lecting apparatus.

2. Description of the Related Art

A variety of content-creating devices have been made, and
the variety and amount of produced content have been gradu-
ally increasing. When content that is created at the same event
and stored in different devices needs to be managed, all of the
content is stored in one place to make its management sim-
pler. A user may then access desired content by using a viewer
or gathers the desired content by searching for it, and classi-
fies the desired content by creating a folder of a desired name
and by storing the content in the folder. When content of the
same event is stored in different devices, if an step of manag-
ing and collecting the content is completed in one device,
another device must be connected to the device of which the
step of managing and collecting the content has been com-
pleted, so as to perform a series of steps repeatedly. In par-
ticular, when there is no space to store much of the content at
one time, that is, when there is no Information Technology
(IT) device with a large enough capacity, such as a Personal
Computer (PC), the user is inconvenienced. For example, the
same image file may be stored in duplicate in different folders
or may not be easily stored in a specific folder. When a user
cannot remember the location where desired content is stored,
the desired content cannot be found, or it takes long time to
find the desired content, a user is inconvenienced. Thus, there
is a need for a method of collecting content where the user can
gather a desired content easily based on the user or content.

SUMMARY OF THE INVENTION

The present invention provides a method and content-col-
lecting apparatus wherein a device that is adjacent to the
content-collecting apparatus is recognized and connected to
the content-collecting apparatus and characteristics are
extracted from the content based on characteristics and usage
situations of the content that is being executed by a user of the
device and the content relating to the characteristics is col-
lected from the device that is connected to the content-col-
lecting apparatus.

According to an aspect of the present invention, a method
of collecting content by a content-collecting apparatus is
provided. The method includes extracting a characteristic
information from content that is being displayed; transmitting
the extracted characteristic information to an external device;
and receiving content relating to the transmitted characteris-
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2

tic information from the external device. According to
another embodiment of the present invention, a content-col-
lecting apparatus is provided. The apparatus includes a con-
troller for extracting a characteristic information from con-
tent that is being displayed; and a communication unit for
transmitting the extracted characteristic information to an
external device and receiving content relating to transmitted
characteristic information from the external device.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and advantages of the
present invention will become more apparent by describing in
detail embodiments thereof with reference to the attached
drawings in which:

FIG. 1 is a block diagram illustrating a system for collect-
ing content, according to an embodiment of the present inven-
tion;

FIG. 2 is a flowchart illustrating a method of collecting
content, according to an embodiment of the present invention;

FIG. 3 is a flowchart illustrating step 240 of the method of
collecting content illustrated in FIG. 2, according to an
embodiment of the present invention;

FIG. 4 illustrates a method of collecting content illustrated
in FIGS. 2 and 3;

FIG. 5 illustrates a method of collecting content, according
to an embodiment of the present invention;

FIGS. 6 to 8 illustrate a method of collecting content,
according to another embodiments of the present invention;
and

FIG. 9 is ablock diagram of a content-collecting apparatus,
according to an embodiment of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE PRESENT INVENTION

The present invention will now be described more fully
with reference to the accompanying drawings, in which
embodiments of the invention are shown.

FIG. 1 is a block diagram illustrating a system for collect-
ing content, according to an embodiment of the present inven-
tion.

Referring to FIG. 1, the system for collecting content
includes an content-collecting apparatus 110 and apparatuses
120, 130 and 140 for providing content. The content-collect-
ing apparatus 110 and the apparatuses 120, 130, and 140 for
providing content are connected to one another via a network.
In FIG. 1, the apparatuses 120, 130, and 140 for providing
content may be a TV 120, a camera 130, and a mobile device
140. However, the present invention is not limited thereto, and
the apparatuses 120, 130, and 140 for providing content may
be other types of apparatuses that can connect to the content-
collecting apparatus 110 and may provide the content.

The content-collecting apparatus 110 recognizes the appa-
ratuses 120, 130, and 140 for providing content that are in a
recognizable range via the predetermined network and is
connected thereto. The network may be a wireless protocol
network, such as ZigBee®, Wireless Fidelity (Wi-Fi), Blue-
tooth®, IEEE 802.11, Home Radio Frequency (RF), Infrared
Data Association (IrDA), Ultra WireBand (UWB), Near Field
Communication (NFC), Radio Frequency IDentification
(RFID) or Wireless 1394, or a wired protocol-based network,
such as Ethernet, Home Phoneline Networking Alliance
(PNA), Power Line Communication (PLC), IEEE 1394 or
Universal Serial Bus (USB). In the current embodiment,
when the content-collecting apparatus 110 recognizes the
apparatuses 120, 130, and 140 for providing content, the
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apparatus 110 may recognize the apparatuses 120, 130, and
140 via a ZigBee® or Bluetooth® network, and when the
content-collecting apparatus 110 is connected to the appara-
tuses 120, 130, and 140 for providing content, the apparatus
110 may be connected to the apparatuses 120, 130, and 140
via a Wi-Fi network.

The content-collecting apparatus 110 extracts characteris-
tics 112 of the apparatuses 120, 130, and 140 for providing
content based on characteristics and usage situations of con-
tent 111 that is being executed, i.e., is being displayed, trans-
mits the extracted characteristics 112 to the apparatuses 120,
130, and 140 for providing content that can connect to the
content-collecting apparatus 110, thereby requesting content
relating to the characteristics 112.

The apparatuses 120, 130, and 140 for providing content
then transmit the content relating to the characteristics 112 to
the content-collecting apparatus 110 based on received infor-
mation regarding the characteristics 112. The content-collect-
ing apparatus 110 displays received content 113. According
to another embodiment, the apparatuses 120, 130, and 140
transmit content information relating to the content 111 based
on the received characteristics 112. The content information
may include at least one of the group consisting of a thumb-
nail of the content, address information regarding the content,
such as a folder name in which a device and content are
stored, and a filename of the content. The content-collecting
apparatus 110 then receives and displays the received content
113. When the user selects content, the content-collecting
apparatus 110 requests the selected content from the appara-
tuses 120, 130, and 140 and receives the requested content
from the apparatuses 120, 130, and 140. The received content
may be reproduced or stored according to a user’s selection.

FIG. 2 is a flowchart illustrating a method of collecting
content, according to an embodiment of the present invention.

Referring to FIG. 2, in step 210, a content-collecting appa-
ratus extracts at least one characteristic information from
content that is being displayed. In the current embodiment, a
method of extracting at least one characteristic information
from content that is being displayed may be a method of
extracting characteristic information from content that is
being displayed according to predetermined conditions, a
method of extracting characteristic information from content
that is being displayed according to a current content mode,
and a method of extracting characteristic information from
content that is being displayed based on a property of the
current content. Since extracted characteristic information
regarding a device including the content-collecting apparatus
110 is different based on a situation of content that is being
displayed on the device including the content-collecting
apparatus 110, the result of collecting the content may be
modified.

In the method of extracting characteristic information from
content that is being displayed according to predetermined
conditions, the user sets predetermined conditions, for
example, a date at which content is created, a location where
content is stored, and the like, previously, and the content-
collecting apparatus creates characteristic information
according to the set conditions. For example, when the user
sets a condition of a date at which content is created, previ-
ously, the content-collecting apparatus may extract charac-
teristic information of Dec. 25, 2010 and may request for
content relating to the characteristic information to an appa-
ratus for providing content.

In the method of extracting characteristic information from
content that is being displayed according to a current content
mode, the characteristic information is extracted according to
the type of content that is being displayed, for example, a
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photo, a video, news, and a television channel. For example,
when the content that is being displayed is a photo, the con-
tent-collecting apparatus may extract the characteristic infor-
mation of “photo” and may request for content relating to the
photo to the apparatus for providing content. Alternatively,
when a current content list, for example, a photo list, a music
list, a video list, and the like, is being displayed, the charac-
teristic information may be extracted according to the state of
content, i.e., a mode regarding usage of the content. For
example, when the current photo listis displayed, the content-
collecting apparatus may extract the characteristic informa-
tion of “photo” and may request for content relating to the
photo at the apparatus for providing content.

Inthe method of extracting characteristic information from
content that is being displayed based on a property of the
current content, the characteristic information is extracted by
analyzing information included in content that is being dis-
played. For example, when the content that is being displayed
is a photo, date and time, a location, a person, an event, a
theme, a feature, a usage mode, information (including color
information) that is extracted from an image, and metadata
and tag information of a file may be the characteristic infor-
mation. The content-collecting apparatus may extract the
information that is included in the photo, may transmit the
extracted information to the apparatus for providing content
and may receive a related photo. The methods of extracting
characteristic information disclosed as examples may be used
separately or in combination with one another.

In the current embodiment, the content may include at least
one of a photo, music, a video, news information, TV pro-
gram information, a user’s schedule, a user’s address book,
and information regarding the setting state of a device includ-
ing the content-collecting apparatus.

When the content is a photo, extractable characteristic
information may be theme and event (for example, family
trip, summer vacation) information that is extracted from an
image, time information, location information using Global
Positioning System (GPS) information, person information
using face information that may be extracted from a photo
image, and device information, such as a camera manufac-
turer or model name. That is, all tag information that is pro-
vided from a photo image may be used as characteristic
information. A current image tag is data of an Exchangeable
Image File Format and may used in Joint Photographic
Experts Group (JPEG) and Tagged Image File Format (TIFF)
files, and the current image tag includes information about a
camera manufacturer, a camera model, a firmware version, a
time of photographing, a storage time, latitude and longitude
of'a photographing location, a name of photographer, a shut-
ter speed, a focal length, an F-number, an exposure correction
value, a photographing program, a metering mode, white
balance, a BW reference value, resolution, size, orientation, a
file compression method, an image name, and copyright
holder information.

When the content is music, extractable characteristic infor-
mation may be information regarding titles, album names,
artist names, genre, songwriters, and a release date included
in music content. Tag (audio tag) information that is provided
from the current music content is an ID3 tag, which is meta-
data of an MP3 file. The ID3 tag may include information
regarding a title, an artist name, an album name, a release
year, genre, a song number, songwriter, a conductor, the type
of medium, lyrics, an image, and a file size.

When the content is a video, extractable characteristic
information may be image information, such as titles, time,
genre, reproduction time, file sizes, manufacturing tools,
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frame speed, compression codec, and representative images
(for example, a poster in the case of a movie).

When the content is news information, extractable charac-
teristic information may be a representative keyword and a
representative image (for example, a person) that are pro-
vided as a news text, image information, or the like.

When the content is TV program information, extractable
characteristic information may be all information regarding
programs that are broadcasted and may be program names,
time, host name, cast members, and genre.

When the content is a user’s schedule, extractable charac-
teristic information may be predetermined information that is
created by a user or is registered by data interworking, such as
time, event content, repetition, and the like.

When the content is a user’s addressbook, extractable char-
acteristic information may be information that is input by the
user or is registered in an automatically-updated telephone
book, such as names, telephone numbers, groups, e-mails,
addresses, and memos.

When the content is information regarding the setting state
of a device including the content-collecting apparatus,
extractable characteristic information may be network setting
information, such as Internet Protocol (IP) or Media Access
Control (MAC) addresses, usage language information,
application information, wallpaper, and personal setting
information.

When the characteristic information is extracted, the con-
tent-collecting apparatus displays the characteristic informa-
tion. The content-collecting apparatus may provide an inter-
face in which at least one displayed characteristic information
may be selected by the user.

In step 220, the content-collecting apparatus recognizes an
external device that is adjacent to the content-collecting appa-
ratus in a predetermined range and then connects to the rec-
ognized external device. In the current embodiment, the con-
tent-collecting apparatus may recognize the external device
via a ZigBee® or Bluetooth® network, and when the content-
collecting apparatus is connected to the apparatus for provid-
ing content, the content-collecting apparatus may be con-
nected thereto via a Wi-Fi network. Obviously, the content-
collecting apparatus may recognize and may be connected to
the apparatus for providing content via one network. In the
current embodiment, proximity is required. However, the
present invention is not limited thereto, and there may be
various recognition or connection ranges based on a situation
of'a network or device. In addition, a recognition and connec-
tion state of the apparatus for providing content may be dis-
played on the content-collecting apparatus. The state of con-
nected devices may be displayed in the form of an icon. In
addition, device recognition (deletion/addition), device con-
nection (connection/disconnection) state may be set accord-
ing to a user’s intention. For example, search operators (and/
or/not) may be set according to devices, and the user may set
to include “and/or/not” when searching for desired content.
Additionally, devices that have been previously connected to
one another may be automatically connected to one another,
and when the devices exist on the same network, they may be
adjacent to one another and may be recognized and, even
when a distance between the devices increases, the devices
may be continuously recognized. Step 220 and step 210 may
be performed in parallel, or steps 210 and 220 may be per-
formed sequentially. Of course, when steps 210 and 220 are
performed sequentially, they may be performed in the reverse
order.

In step 230, the content-collecting apparatus transmits the
extracted characteristic information to the external device
that is connected to the content-collecting apparatus. When at
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least one extracted characteristic information is displayed on
the external device, the user may select at least one extracted
characteristic information and may transmit the selected
extracted characteristic information to the external device.
The content-collecting apparatus may transmit the selected
characteristic information to the external device in a metadata
format.

In step 240, the content-collecting apparatus receives con-
tent relating to the characteristic information from the exter-
nal device. When the external device receives the character-
istic information from the content-collecting apparatus and is
requested to provide content, the external device extracts
content relating to the received characteristic information and
transmits the extracted content to the content-collecting appa-
ratus. A condition by which a device functions as the external
device may include cases where power of the device is turned
on (also applies to the case where power is turned off accord-
ing to a user’s intention), the device is connected to the
content-collecting apparatus via a network, data transmission
and sharing of the device have already been authorized, and
software only for performing methods relating to the above
cases is installed, for example.

FIG. 3 is a flowchart illustrating step 240 of the method of
collecting content illustrated of FIG. 2, according to an
embodiment of the present invention.

Referring to FIG. 3, in step 310, the content-collecting
apparatus receives content information relating to character-
istic information. In the current embodiment, the content
information may include at least one of the group consisting
of a thumbnail of the content, address information regarding
the content, such as a folder name in which a device and
content are stored, and a filename of the content, and the like.

In step 320, the content-collecting apparatus displays the
received content information. Additionally, the content-col-
lecting apparatus may display all or selected content accord-
ing to the type of the received content, for example, a photo,
music, a video, news, a TV channel, or the like.

In step 330, the content-collecting apparatus requests for
content corresponding to content information selected
according to a selection of a user to an external device. For
example, when a user selects content information displayed
on a screen of the apparatus and moves the selected content
information to a desired device displayed on the screen (for
example, drag and drop), the content-collecting apparatus
requests for content corresponding to the selected content
information to the device.

In step 340, the content-collecting apparatus may receive
the requested content and may store the content in a device or
location that is selected by the user.

When the steps illustrated in FIGS. 2 and 3 are performed
and the user modifies the content that is being displayed in the
state where the content is collected, steps of FIGS. 2 and 3 are
performed again, and the content relating to the characteris-
tics may be collected in real-time when the content is modi-
fied.

FIG. 4 illustrates an example of the method of collecting
content of FIGS. 2 and 3.

Referring to FIG. 4, when the current content, in FIG. 4, an
image 401, is being displayed, an Easy Collecting (EC) but-
ton 400 is activated. When the EC button 400 is activated, an
application (software) relating to the method of collecting
content is executed. The content-collecting apparatus then
extracts characteristic information from the image 401 that is
being displayed. The characteristic information is extracted
using the method illustrated in FIG. 2. The content-collecting
apparatus displays extracted characteristic information 420.
The displayed characteristic information 420 has an interface
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that may be selected by the user. Before, after, or simulta-
neously with displaying of the extracted characteristic infor-
mation 420, the content-collecting apparatus searches for
external devices that are adjacent to the content-collecting
apparatus and connects to one of the found external devices
according to a selection of a user or automatically. Further, the
external device that is connected to the content-collecting
apparatus and the content-collecting apparatus are displayed
(430) on a screen. The content-collecting apparatus then
transmits the characteristic information that is selected by the
user (in FIG. 4, information regarding red rose and time
information relating to May 18, 2009) to the connected exter-
nal device. The external device extracts content information
relating to the received characteristic information based on
the received characteristic information 420 and transmits the
extracted content information 420 to the content-collecting
apparatus. Since the content that is being displayed is an
image, the external device has to search for and transmit the
image; however, the present invention is not limited thereto.
That is, the external device extracts the information regarding
red rose and/or the time information relating to May 18, 2009,
and transmits them to the content-collecting apparatus. The
content information is as described with reference to FIG. 2.
The content-collecting apparatus displays content informa-
tion 440 that is received from the external device. When a user
450 selects some content information, the user 450 may then
request for content corresponding to the selected content
information 440 to the external device, may receive the con-
tent, and then may reproduce or store the content.

Hereinafter, each of the scenarios relating to a method of
collecting content, according to embodiments of the present
invention, will be described.

FIG. 5 illustrates an example of a scenario relating to a
method of collecting content, according to an embodiment of
the present invention.

Referring to FIG. 5, when an image 501 is being displayed,
an EC button 510 is activated. When the EC button 510 is
activated, an application (software) relating to the method of
collecting content is executed. Next, the content-collecting
apparatus extracts characteristic information 520 from the
image 501 that is being displayed. The characteristic infor-
mation 520 is extracted by using the method illustrated in
FIG. 2. Inthe content-collecting apparatus, the image 501 that
is being displayed is determined as a selected image, and the
characteristic information 520 including date, location, per-
son, and the like may be displayed. These situations may be
conditions for searching for content that is similar to a user’s
desired content. Information relating to date and event may be
extracted from a user schedule information. The content-
collecting apparatus displays the extracted characteristic
information 520. In this case, the displayed characteristic
information 520 have an interface that may be selected by the
user. After, before, or simultaneously with displaying of the
extracted characteristic information 520, the content-collect-
ing apparatus searches for external devices that are adjacent
to the content-collecting apparatus and is connected to at least
one of the found external devices according to a selection of
auser or automatically. In addition, the external device that is
connected to the content-collecting apparatus and the con-
tent-collecting apparatus are displayed (530) on a screen.
Next, the content-collecting apparatus transmits the charac-
teristic information that are selected by the user (in FIG. 5,
information 521 regarding Everland and time information
522 relating to Jul. 1, 2010) to the connected external device.
The external device extracts content information relating to
the received characteristic information based on the received
characteristic information 520 and transmits the extracted
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content information to the content-collecting apparatus. The
content information is as described with reference to FIG. 2.
The content-collecting apparatus displays content informa-
tion 540 that is received from the external device. In this case,
the content-collecting apparatus may allocate a proper color
to each of the external devices and may display a proper color
corresponding to an external portion of the content so as to
recognize which external device receives the content. Next,
when a user 550 selects arbitrary content information, the
user 550 may request for content corresponding to the
selected content information to the external device, may
receive the content, and then may reproduce or store it. For
example, when the user 550 selects an image of arbitrary
content information and moves the selected image to an
image (560) of an external device, for example, drag and
drop, the content-collecting apparatus may request for con-
tent corresponding to the selected image of the content infor-
mation to the external device, may receive the requested
content, and may then reproduce or store it. When the content
is a video, the content-collecting apparatus may also play the
content.

FIG. 6 illustrates a method of collecting content, according
to another embodiment of the present invention.

Referring to FIG. 6, when a first image 601 is being dis-
played, an EC button 610 is activated. When the EC button
610 is activated, an application (software) relating to the
method of collecting content is executed. The content-col-
lecting apparatus then displays the first image 601 in another
region 620 that is referred to as an EC pool 620. The content-
collecting apparatus then extracts characteristic information
from the first image 601 that is being displayed. The charac-
teristic information is extracted by using the method illus-
trated in FIG. 2. Although not shown, the extracted charac-
teristic information may be displayed. After or
simultaneously with displaying of the extracted characteristic
information, the content-collecting apparatus searches for
external devices that are adjacent to the content-collecting
apparatus and is connected to at least one of the found exter-
nal devices according to a selection of a user or automatically.
Moreover, the external device 630 that is connected to the
content-collecting apparatus and the content-collecting appa-
ratus are displayed on a screen. The content-collecting appa-
ratus then transmits the extracted characteristic information
to the connected external device. The external device extracts
content information relating to the received characteristic
information based on the received characteristic information
and transmits the extracted content information to the con-
tent-collecting apparatus.

The content information is the same as described with
reference to FIG. 2. The content-collecting apparatus dis-
plays content information 640 that is received from the exter-
nal device. In this case, the content-collecting apparatus may
allocate a proper color to each of the external devices and may
display a proper color corresponding to an external portion of
the content so as to recognize which external device receives
the content. When a user 650 executes, i.e., displays, a second
image 602 so as to add another image to the first image 601,
the second image 602 is displayed on the EC pool 620, and
characteristic information is extracted from the second image
602, is transmitted to the external device, and the content-
collecting apparatus receives and displays content informa-
tion relating to the characteristic information regarding the
second image 602. Content information 660 relating to the
first image 601 and the second image 602 is displayed, i.e.,
only common content information or all received content
information may be displayed.
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FIG. 7 illustrates a method of collecting content, according
to another embodiment of the present invention.

Referring to FIG. 7, when an image 701 is being displayed,
an EC button 710 is activated. When the EC button 710 is
activated, an application (software) relating to the method of
collecting content is executed. The content-collecting appa-
ratus then extracts characteristic information 720 from the
image 701 that is being displayed. The characteristic infor-
mation 720 is extracted by using the method illustrated in
FIG. 2. The content-collecting apparatus displays the
extracted characteristic information 720. In this case, the
displayed characteristic information 720 has an interface that
may be selected by the user. After or simultaneously with
displaying of the extracted characteristic information 720, the
content-collecting apparatus searches for external devices
that are adjacent to the content-collecting apparatus and is
connected to at least one of the found external devices accord-
ing to a selection of a user or automatically. Additionally, the
external device 730 that is connected to the content-collecting
apparatus and the content-collecting apparatus are displayed
on a screen. The content-collecting apparatus then transmits
the characteristic information that is selected by the user (in
FIG. 7, information 721 regarding the theme park Everland
and time information 722 relating to Jul. 1, 2010) to the
connected external device. The external device extracts con-
tent information relating to the received characteristic infor-
mation based on the received characteristic information 520
and transmits the extracted content information to the con-
tent-collecting apparatus. The content information is as
described with reference to FIG. 2. The content-collecting
apparatus displays content information 740 that is received
from the external device. The content-collecting apparatus
may allocate a proper color to each of the external devices and
may display a proper color corresponding to an external por-
tion of the content so as to recognize which external device
receives the content. The user may further search for content
that exists in the external device by adding the extracted
characteristic information to the existing, received content
information. When the user further selects characteristic
information regarding a person 723, the content-collecting
apparatus may transmit characteristic information regarding
Everland information 721, the time information 722 relating
to Jul. 1, 2010, and the person information 723 to the con-
nected external device, may further receive content informa-
tion 750 relating to the characteristic information and may
display them. When the user further adds the characteristic
information to the existing, received content information, the
characteristic information may be limited to content informa-
tion relating to the characteristic information that are further
added to the existing, received content information. The
external device extracts content including a selected person
by performing a predetermined image analysis of the selected
person.

FIG. 8 illustrates a method of collecting content, according
to another embodiment of the present invention.

Referring to FIG. 8, when compared with FIG. 7, addition-
ally-selected characteristic information is modified into GPS
information 823. An external device extracts content in a
range that is defined based on the selected GPS information
823 and transmits the extracted content to a content-collect-
ing apparatus.

FIGS. 5 to 8 illustrate a method of collecting content relat-
ing to an image. However, the present invention is not limited
thereto, and the method of collecting content may be applied
to all types of content that are exemplified in the present
specification.
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In another embodiment a method of collecting content in
the case where the type of content is a schedule of a user will
be described below. In this regard, content (for example, a
photo or video) relating to date, location, event, and person
name that are made in a schedule that is being managed by the
user may be collected and may constitute a group (album)
according to events.

Additionally, in another embodiment, when the type of
content is music, preferred music that is stored in an external
device may be received by the content-collecting apparatus.
Further, a playlist of the music may be automatically created
by the apparatus according to a predetermined priority. Fur-
ther, the music may be shared with another person and may be
played by the apparatus based on another person’s music
preference.

In another embodiment, when current content is not being
displayed but a file browser is being displayed, the content-
collecting apparatus extracts a common point by analyzing
content of a list, extracts a proper value from the common
point and provides the proper value as situation information.
The external device provides the result of analyzing the high-
lighted content of the list. As a result, all content may be
collected regardless of the types of the content.

In another embodiment, when the content is particular
personal information regarding a device and device menu
information, such as a setting menu screen or the like, infor-
mation that may be used as situation information in a current
state are analyzed and provided. The content-collecting appa-
ratus provides a list of connected devices to an external
device. When the user selects a device of which a setting state
is to be shared, the content-collecting apparatus shares setting
information with connected devices, i.e., synchronizes a set-
ting situation with the connected devices.

FIG. 9 is ablock diagram of an apparatus 900 for collecting
content, according to an embodiment of the present invention.

Referring to FIG. 9, the apparatus 900 for collecting con-
tent includes a display unit 910, a controller 920, a commu-
nication unit 930, and a storage unit 940. The apparatus 900
for collecting content may be an apparatus for providing a
function of managing and reproducing content. For example,
the apparatus 900 for collecting content may be a Consumer
Electronic (CE) product, such as a TV, a PC, a desktop PC, a
laptop PC, a tabletop, a smart board, a touch remote control,
a tablet, a digital camera, a digital photo frame, a mobile
phone, a mobile device, or the like.

The display unit 910 displays the content, a device connec-
tion state, collected content information or content that will
be described below.

The communication unit 930 recognizes an external device
that is in a predetermined recognizable range, i.e., an appa-
ratus for providing content (not shown), via a predetermined
network and is connected to the apparatus for providing con-
tent (not shown). The predetermined network may be a wire-
less protocol network, such as ZigBee®, Wi-Fi, Bluetooth®,
IEEE 802.11, RF, IrDA, UWB, NFC, RFID or Wireless 1394,
or a wired protocol-based network, such as Ethernet, PNA,
PLC, IEEE 1394 or USBIn the current embodiment, when the
content-collecting apparatus 110 recognizes the apparatuses
120, 130, and 140 for providing content, it may recognize
them via a ZigBee® or a Bluetooth® network, and when the
content-collecting apparatus 110 is connected to the appara-
tuses 120, 130, and 140 for providing content, the apparatus
110 may be connected thereto via a Wi-Fi network. In an
embodiment, the communication unit 930 may recognize the
external device via a ZigBee® or Bluetooth® network, and
when the communication unit 930 is connected to the external
device, the communication unit 930 may be connected



US 9,288,532 B2

11

thereto via a Wi-Fi network. The communication unit 930
may recognize and may be connected to the apparatus for
providing content via one network. In the current embodi-
ment, proximity of the devices is relevant. However, the
present invention is not limited thereto, and there may be
various recognition or connection ranges based on a situation
of a network or device.

Moreover, the display unit 910 may display recognition
and connection state of the external device. The state of
connected devices may be displayed in the form of an icon.
Further, device recognition (deletion/addition), device con-
nection (connection/disconnection) state’ ay be set according
to an intent of a user. For example, “and/or/not” may be set
according to devices, and the user may set to include search
operators (and/or/not) when searching for desired content.
Furthermore, devices that have been previously connected to
one another may be automatically connected to one another,
and when the devices exist on the same network, they may be
adjacent to one another and may be recognized and then, even
when a distance between the devices increases, the devices
may be continuously recognized.

The controller 920 extracts at least one characteristic infor-
mation from the content that is being displayed by the display
unit 910. In the current embodiment, a method of extracting at
least one characteristic information from content that is being
displayed may be a method of extracting characteristic infor-
mation from content that is being displayed according to
predetermined conditions, a method of extracting character-
istic information from content that is being displayed accord-
ing to a current content mode, and a method of extracting
characteristic information from content that is being dis-
played according to a property of the current content. Since
characteristic information extracted based on the situation of
content that is being displayed on the device including the
apparatus 900 for collecting content are different, the result of
collecting the content may be modified.

In the method of extracting characteristic information from
content that is being displayed according to predetermined
conditions, the user sets predetermined conditions. For
example, the user may set a date at which content is created,
a location where content is stored, etc., previously, and the
content-collecting apparatus creates characteristic informa-
tion according to the set conditions. For example, when the
user sets a condition of Dec. 25, 2010 previously, the content-
collecting apparatus may extract characteristic information of
Dec. 25, 2010 and may request for content relating to the
characteristic information to an apparatus for providing con-
tent.

In the method of extracting characteristic information from
content that is being displayed according to a current content
mode, the controller 920 extracts the characteristic informa-
tion according to the type of content that is being displayed by
the display unit 910, for example, a photo, a video, news, a
television channel. For example, when the content that is
being displayed is a photo, the controller 920 may extract the
characteristic information of “photo” and may request for
content relating to the photo to the apparatus for providing
content. Alternatively, when a current content list, for
example, a photo list, a music list, a video list, and the like, is
being displayed, the controller 920 may extract characteristic
information according to the state of content, i.e., a usage
mode. For example, when the current photo list is displayed,
the controller 920 may extract the characteristic information
of“‘photo” and may request for content relating to the photo to
the apparatus for providing content.

In the method of extracting characteristic information from
content that is being displayed according to a property of the
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current content, the controller 920 extracts characteristic
information by analyzing information included in the content
that is being displayed by the display unit 910. For example,
when the content that is being displayed is a photo, date and
time, a location, a person, an event, a theme, a feature, a usage
mode, information (including color information) that is
extracted from an image, and metadata and tag information of
a file may be the characteristic information. The controller
920 may extract the information that is included in the above
photo, may transmit the extracted information to the appara-
tus for providing content and may receive a related photo. The
methods of extracting characteristic information disclosed as
examples may be used separately or in combination.

In the current embodiment, the content may include at least
one of a photo, music, a video, news information, TV pro-
gram information, a schedule of a user, an address book of a
user, and information regarding the setting state of a device
including the content-collecting apparatus. When the content
is a photo, extractable characteristic information may be
theme and event (for example, family trip, summer vacation)
information that is extracted from an image, time informa-
tion, location information using GPS information, person
information using face information that may be extracted
from a photo image, and device information, such as a camera
manufacturer or model name. That is, all tag information that
is provided from a photo image may be used as characteristic
information. A current image tag is an Exchangeable Image
File Format (Exit) and is being used in JPEG and TIFF files,
and the content of the current image tag includes a camera
manufacturer, a camera model, a firmware version, a photo-
graphing time, a storage time, latitude and longitude of a
photographing location, a photographer, a shutter speed, a
focal length, an F-number, an exposure correction value, a
photographing program, a metering mode, white balance, a
BW reference value, resolution, size, orientation, a file com-
pression method, an image name, and copyright holder infor-
mation. When the content is music, extractable characteristic
information may be information regarding titles, album
names, singer names, genre, songwriters, a release date that
are included in music content. Tag (audio tag) information
that is provided from the current music content is an ID3 tag
that is metadata of an MP3 file. The ID3 tag may include
information regarding a title, a name of an artist, an album
name, a release year, genre, a song number, songwriter, a
conducting person, the type of medium, lyrics, an image, and
a file size. When the content is a video, extractable character-
istic information may be image information, such as titles,
time, genre, reproduction time, file sizes, manufacturing
tools, frame speed, and compression codec, and representa-
tive images (for example, a poster in the case of a movie).
When the content is news information, extractable character-
istic information may be a representative keyword and a
representative image (for example, person) that are provided
as a news text, image information, or the like. When the
contentis TV program information, extractable characteristic
information may be all information regarding programs that
are broadcasted and may be program names, time, host, cast
members, and genre. When the content is a schedule of a user,
extractable characteristic information may be all predeter-
mined information that is created by a user or is registered by
data interworking, such as time, event content, repetition, and
the like. When the content is an address book of a user,
extractable characteristic information may be information
that is input by the user or is registered in an automatically-
updated telephone book, such as names, telephone numbers,
groups, e-mails, addresses, and memos. When the content is
information regarding the setting state of a device including
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the content-collecting apparatus, extractable characteristic
information may be network setting information, such as IP
or MAC addresses, usage language information, application
information, wallpaper, and personal setting information.

When the controller 920 extracts the characteristic infor-
mation, the controller 920 displays the characteristic infor-
mation by using the display unit 910. The content-collecting
apparatus may provide an interface in which at least one
displayed characteristic information may be selected by the
user.

The controller 920 transmits the extracted characteristic
information to the external device that is connected to the
content-collecting apparatus. When at least one extracted
characteristic information is displayed by the display unit
910, the user may select at least one extracted characteristic
information and may transmit the selected extracted charac-
teristic information to the external device by using the com-
munication unit 930. The controller 920 may transmit the
selected characteristic information to the external device in a
metadata format by using the communication unit 930. The
communication unit 930 then receives content relating to the
characteristic information from the external device. In the
current embodiment, the content information may include at
least one of the group consisting of a thumbnail of the content,
address information regarding the content, such as a folder
name in which a device and content are stored, and a filename
of'the content, and the like. The display unit 910 then displays
the received content information. Moreover, the display unit
910 may display all or selected content according to the type
of'the received content, for example, a photo, music, a video,
news, a TV channel, or the like.

The controller 920 requests for content corresponding to
content information selected according to a selection of a user
to an external device by using the communication unit 930.
For example, when a user selects content information dis-
played on a screen of the apparatus and moves the selected
content information to a desired device displayed on the
screen (for example, drag and drop), the controller 920
requests for content corresponding to the selected content
information to the device by using the communication unit
930. When the external device is requested by the content-
collecting apparatus to receive characteristic information and
to provide content, the external device extracts content relat-
ing to the received characteristic information and transmits
the extracted content to the content-collecting apparatus. A
condition by which a device functions as the external device
may include cases where power of the device is turned on
(also applies to the case where power is turned off according
to a user’s intention), the device is connected to the content-
collecting apparatus via a network, data transmission and
sharing of the device have been already authorized, and soft-
ware only for performing methods relating to the above cases
is installed, for example.

The communication unit 930 receives the requested con-
tent, and the controller 920 may store the content in a device
or location that is selected by the user.

The storage unit 940 stores already-stored content, content
information that is received from the external device, content
that is received from the external device, and an application (a
program or software) relating to a method of collecting con-
tent.

In another embodiment, the apparatus 900 for collecting
content may collect content (for example, a photo or video)
relating to date, location, event, and a name of a person that
are made in a schedule that is being managed by the user and
may constitute a group (album) according to events.
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Further, in another embodiment, when the type of content
is music, the apparatus 900 for collecting content may receive
preferred music that is stored in an external device that is
connected to the content-collecting apparatus, may create a
playlist automatically according to priority and may listen to
the music by sharing another person’s music preference.

In another embodiment, when current content is not being
displayed but a file browser is being displayed, the apparatus
900 for collecting content analyzes a common characteristic
of content included in the file browser and provides situation
information based on the common characteristic. The exter-
nal device provides the result of analyzing highlighted con-
tent of the list. As a result, all content may be collected
regardless of the types of the content.

In another embodiment, when the content is personal infor-
mation regarding a device and device menu information, such
as a setting menu screen or the like, the apparatus 900 for
collecting content analyzes and provides information that
may be used as situation information in a current state. The
apparatus 900 for collecting content provides a list of con-
nected devices to an external device. When the user selects a
device of which a setting state is to be shared, the apparatus
900 for collecting content shares setting information with
connected devices, i.e., synchronizes a setting state with the
connected devices.

As described above, in a method and content-collecting
apparatus, according to the one or more embodiments of the
present invention, a plurality of devices may easily be con-
nected to one another by using an intuitive method whereby
device being used is adjacent to another device, and content
relating to the plurality of connected devices is collected
according to characteristics and usage situations of the con-
tent that is seen by the user through the current device. Thus,
the user may collect only desired information by connecting
the content-collecting apparatus at a desired time. That is, the
content may be collected from two or more devices that are
connected by being adjacent to each other based on charac-
teristics and usage situations of the content that is being used,
and the desired content may be used and stored so that the user
may manage the content conveniently.

Thus, when a large amount of content is widely distributed
to various devices, a user is able to easily search, collect, and
manage desired content according to a result of analysis of
characteristics and usage situations of the content.

The invention can also be embodied as computer-readable
codes on a computer-readable recording medium. The com-
puter-readable recording medium is any data storage device
that can store data that can be thereafter read by a computer
system. Examples of the computer-readable recording
medium include Read-Only Memory (ROM), Random-Ac-
cess Memory (RAM), CD-ROMs, magnetic tapes, floppy
disks, optical data storage devices, and the like. The com-
puter-readable recording medium can also be distributed over
network-coupled computer systems so that the computer-
readable code is stored and executed in a distributed fashion.
Also, functional programs, codes, and code segments for
accomplishing the present invention can be easily construed
by programmers skilled in the art to which the present inven-
tion pertains.

While this invention has been particularly shown and
described with reference to embodiments thereof, it will be
understood by those skilled in the art that various changes in
form and details may be made therein without departing from
the spirit and scope of the invention as defined by the
appended claims and their equivalents.
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What is claimed is:

1. A method of collecting content by a content-collecting
apparatus, the method comprising:

extracting characteristic information from content that is

being displayed;

displaying alist of the extracted characteristic information;

receiving a user input to select at least one piece of the

extracted characteristic information in the displayed list;
recognizing an external device that is in a predetermined
range from the content-collecting apparatus;
transmitting the selected characteristic information which
is extracted from the content to the external device; and
receiving at least one related content relating to the selected
characteristic information from the external device,
wherein receiving the at least one related content com-
prises:
receiving at least one thumbnail image corresponding to
the at least one related content from the external device
and displaying the at least one thumbnail image;

requesting related content corresponding to a selected
thumbnail image which is selected, by a user, from the
displayed at least one thumbnail image; and

receiving the requested related content from the external

device.

2. The method of claim 1, further comprising receiving at
least one of a thumbnail of address information regarding the
content and a filename of the content with the at least one
thumbnail image.

3. The method of claim 1, further comprising displaying
the external device that is connected to the content-collecting
apparatus on a screen.

4. The method of claim 1, wherein the content comprises at
least one of a photo, music, a video, news information, TV
program information, a schedule of a user, an address book of
the user, and information regarding the setting state of a
device including the content-collecting apparatus.

5. The method of claim 1, wherein the characteristic infor-
mation is extracted from metadata included in the content.

6. The method of claim 1, wherein extracting the charac-
teristic information from content that is being displayed
includes extracting the characteristic information from the
content that is being displayed according to a mode of the
content that is being displayed.

7. The method of claim 1, wherein extracting the charac-
teristic information from content that is being displayed
includes extracting the characteristic information from the
content that is being displayed according to a predetermined
condition.

8. The method of claim 1, wherein recognizing the external
device comprises recognizing the external device that is in a
predetermined range from the content-collecting apparatus
via a first network; and

the method further comprising: connecting the recognized

external device to the content-collecting apparatus via a
second network.

9. The method of claim 8, wherein the first network
includes at least one of a ZigBee communication network and
a Bluetooth communication network, and the second network
includes a Wireless Local Area Network (WLAN).
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10. A content-collecting apparatus, the apparatus compris-
ing:

a controller configured to extract characteristic informa-
tion from content that is being displayed, display a list of
the extracted characteristic information on a display, and
receive a user input to select at least one piece of the
extracted characteristic information in the displayed list;
and

a communication unit configured to recognize an external
device that is in a predetermined range from the content-
collecting apparatus, transmit the selected characteristic
information which is extracted from the content to the
external device, and receive at least one related content
relating to the selected characteristic information from
the external device,

wherein the communication unit is further configured to
receive at least one thumbnail image corresponding to
the at least one related content from the external device,

the controller is further configured to display the at least
one thumbnail image on the display, and request related
content corresponding to a selected thumbnail image
which is selected, by a user, from the displayed at least
one thumbnail image, and

the communication unit is further configured to receive the
requested related content from the external device.

11. The apparatus of claim 10, wherein the communication
unit is further configured to receive at least one of a address
information regarding the content and a filename of the con-
tent with the at least one thumbnail image.

12. The apparatus of claim 10, wherein the controller is
further configured to display the external device that is con-
nected to the content-collecting apparatus on the display.

13. The apparatus of claim 10, wherein the content com-
prises at least one of a photo, music, a video, news informa-
tion, TV program information, a schedule of a user, an
address book of the user, and information regarding the set-
ting state of a device including the content-collecting appa-
ratus.

14. The apparatus of claim 10, wherein the characteristic
information is extracted from metadata included in the con-
tent.

15. The apparatus of claim 10, wherein the controller
extracts the characteristic information according to a mode of
the content that is being displayed.

16. The apparatus of claim 10, wherein the controller
extracts the characteristic information according to a prede-
termined condition.

17. The apparatus of claim 10, wherein the communication
unit is further configured to recognize the external device via
a first network, and connect the recognized external device to
the content-collecting apparatus via a second network.

18. The apparatus of claim 17, wherein the first network
includes at least one of the group consisting of a ZigBee
communication network and a Bluetooth communication net-
work, and the second network includes a Wireless Local Area
Network (WLAN).



